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ETONA heavy duty staplers 

Materials: 
- metal body 
- base and handle in fiberglass 

 

Technical / functional features: 

REF. ETO 70 ETO 100 ETO 160 ETO 260 

• Stapling: closed staple 

• ETONA staple ref.: 

ETO 23/8 
ETO 23/10 

ETO 23/8 
ETO 23/10 
ETO 23/13 

ETO 23/8 
ETO 23/10 
ETO 23/13 
ETO 23/15 
ETO 23/17 

ETO 23/8 
ETO 23/10 
ETO 23/13 
ETO 23/15 
ETO 23/17 
ETO 23/20 
ETO 23/24 

• Loading capacity  
(No. of staples): 

100 

• Stapling capacity 
(No. of sheets): 

70 (60 g/sqm) 100 (60 g/sqm) 160 (60 g/sqm) 260 (60 g/sqm) 

• Max. stapling depth: 
adjustable, 
50 mm max 

adjustable, 
70 mm max 

adjustable, 
65 mm max 

adjustable, 
65 mm max 

• Colour: DARK GREY/PALE GREY 

• Weight (net/gross): 415/515 g 560/700 g 690/850 g 905/1150 g 

• Dimensions mm: 225x55x145 h 290x60x160 h 290x88x180 h 300x88x245 h 

 

Loading system: with extractable pusher. 

 

Anti-jamming device: put an object whose thickness is at least cm 1,5 

between stapler body and its base, in order to stop usual body stroke; by lowering 
the handle, as to staple, the jammed staple will be removed.  
 

ETONA heavy duty staplers, manufactured by SEBEK LIMITED - TOKYO, 
are distributed in Italy exclusively by BALMA, CAPODURI & C. s.p.a., 
which assures a good after-sale service too. 
 

Descriptive notes: High attention paid to the manufacturing together with an excellent resistance characterise 

ETONA heavy duty staplers. 
 

In addition: light and strong at the same time, compact and elegant, easy to handle and always precise, ETONA 

staplers allow to staple without effort reasonable sheets thickness (up to max 260 with the model ETO 260!), thanks 
to special and checked devices employed for their manufacturing. 

Product Safety (Regulation (EU) 2023/988): 
Risks 

- Remote risk of finger pinching in the stapling area. 

- Remote risk of being pricked during stapling; 

- Remote risk of being hit by the staple pusher if it is inserted while the stapler already contains more than 100 
staples (1 block). 

Recommendations 
- Do not place the stapler on delicate surfaces: the pressure applied during stapling may cause damage. 

- Avoid stapling in ways that may bring staples into direct contact with food. 

- Do not insert fingers into the stapling area during use. 

- Do not load the stapler with more than 100 staples (1 block) to prevent accidental ejection of the staple 
pusher. 

- Do not leave the stapler within reach of children without adult supervision. 

 


