"ZENITH" 506

LONG-ARM STAPLER

Materials:

- metal base and body with rubberized anti-scratch feet

- ABS anti-shock plastic cap

- lead frge enamel painting highly resisting wear and
corrosion

Technical / functional features:

« Stapling:

o Staple type:

o "ZENITH" staple ref.:

o Loading capacity (N° of staples):

« Stapling capacity (N° of sheets - 80 g/sqm):

« Max. stapling depth (for paper insertion):

o Colour:

« Packaging:

« Box dimensions:
« Weight:

o N° of items per carton:
o Carton dimensions:
o Carton weight: 25Kg

Loading system: top loading; pull-up the cap
and insert staples

Patented anti-jamming device.

Descriptive notes:
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As a result of its exceptional stapling depth, the "ZENITH" 506 long-arm stapler is suitable for any use

even beyond the normal range of office work.

Quality: to maintain the high quality standard guaranteed by all "ZENITH" products, each stapler is
tested piece by piece. Life-Guarantee for manufacturing defects.

In addition: "ZENITH" 506 can also be used for particular work which requires consistent precision,

for example, sample books, boxes and so on.

To ensure the best precision, "ZENITH" 506 has a slider on a millimetre guide under the base.

Product Safety (Regulation (EU) 2023/988):

Risks

- Remote risk of finger pinching in the stapling area;

- Remote risk of hand pinching during staple loading.

Recommendations

- Avoid inserting fingers into the stapling area while using the stapler;

- Use caution when loading the staples;

- Do not leave the stapler within reach of children without adult supervision.
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