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"ZENITH" 888 
PERFORATOR 

 
Materials: 
- made in metal with base for collecting paper 

and guide in ABS anti-shock 
- lead free enamel painting highly resisting wear 

and corrosion 
 

 

Technical / functional features: 
 

• Distance between the two holes: 80 mm  

• Hole diameter: 5,5 mm 

• Punching capacity : 10 sheets (80 g/mq) 

• Colour: ALUMINIUM 

• Guide: in ABS, supplied with the perforator 

• Weight: 305 g (net) / 340 g (gross) 

• Box dimensions: 12 x 8,2 x 8,2 cm 

• N° of items per carton: 60 (packets of 3 pieces) 

• Carton dimensions: 47x 38 x 35 cm (AxBxC) 

• Carton weight: 21,5 Kg 

 
 

Descriptive notes: 
"ZENITH" 888 is a smaller but equally strong version of the range of "ZENITH" perforators. It has an ABS 
guide for quick and exact positioning of the sheets; it is practical, handy and also offers effortless working. 
In fact, with the slightest effort it is possible to make perfect holes (diameter 5,5 mm) positioned 80 mm 
between each other. 
 

Quality: to maintain the high quality standard guaranteed by all "ZENITH" products, each perforator 

is tested piece by piece.  Life-Guarantee for manufacturing defects. 
 
 

In addition: precision is ensured by the punches which are in drawn and ground steel.  

By positioning the adjustable guide in 3 ways, it is possible to make: 
- 2 or 4 holes centred on the long side of the sheet UNI A4 size (210x297 mm) 
- 2 holes centred on the short side of the sheet UNI A5 size (210x148 mm). 
 
 
 

Product Safety (Regulation (EU) 2023/988): 
Risks 
- Remote risk of finger pinching into the gap between the base and the handle of the perforator during punching. 
 

Recommendations 
- Avoid inserting fingers into the gap between the base and the handle of the perforator during punching; 
- Do not leave the hole punch within reach of children without adult supervision. 
 

 

 

 


