ETONA heavy duty steel

wire cassette staples
(for EC-3 stapler)

REF. HDC - 6 HDC - 8 HDC - 10 HDC - 12
+ Length of legs (mm): 6 8 10 12
- Stapling capacity: o0 =0 . _
+ (60g/sqm):
. Wire quality: steel wire steel wire steel wire steel wire
- Staples per cassette: 210 210 210 210

) 1050 1050 1050 1050

¢ Staples per box: (5 cassettes) (5 cassettes) (5 cassettes) (5 cassettes)
+ Box dimensions (mm):| 145x95x 18 145x 95 x 18 145x 95 x 18 145x 95 x 18
«  Weight (net/gross): 155/170 g 163/178 g 169/184 g 173/188 g
- Cassette ref. Colour: BLUE YELLOW GREEN RED

Descriptive notes: Practical to use with ETONA EC-3 stapler, immediate selection of the suitable staple-
cassette for the different stapling thickness thanks to the cassette colour reference (different colour for each staple
size) also indicated upon the stapler base.
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REF. ETO 10- 1M ETO 10 - 1MC
-  Staple type: No. 10 No. 10
- Wire quality: steel wire steel wire
-  Staples per box: 1000 1000
«  Weight (net/gross): 22/24 g 22/24 g
: Boxes per paCKet: 20 (assorted in the 5221vailable colours)
- Boxes per carton: 600 600
-  Staples colour: - Red - Green - Blue - Pink - Yellow

ETONA staples and heavy duty steel wire cassette staples, manufactured by SEBEK LIMITED - TOKYO, are
distributed in Italy exclusively by BALMA, CAPODURI & C. s.p.a..

Descriptive hotes: For the good working of the ETONA staplers it is recommended to use the original ETONA
steel staples.

Product Safety (Regulation (EU) 2023/988):
Risks

Recommendations
- Avoid inserting fingers into the stapling area during use;

- Avoid stapling in ways that may bring staples into direct contact with food;
Do not leave staples within reach of children.

Remote risk of being pricked during stapling;
Remote risk of ingestion.
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